(Effective until July 1, 2020)
WAC 51-11R-20206 Section R202.6—F.
Products classified as either vertical fenestration or skylights.
VERTICAL FENESTRATION.
Windows (fixed or moveable), glazed doors, glazed
block and combination opaque/glazed doors composed of glass or other
transparent or translucent glazing materials and installed at a slope
of at least 60 degrees from horizontal. Opaque areas such as spandrel
panels are not considered vertical fenestration.
SKYLIGHT. Glass or other transparent or translucent glazing material installed with a slope of less than 60 degrees from horizontal.
FENESTRATION AREA. Total area of the fenestration measured using the rough
opening, and including the glazing, sash and frame.
FENESTRATION PRODUCT, FIELD-FABRICATED. A fenestration product whose frame is made
at the construction site of standard dimensional lumber or other materials that were not previously cut, or otherwise formed with the specific intention of being used to fabricate a fenestration product or
exterior door. Field fabricated does not include site-built fenestration.
FENESTRATION PRODUCT, SITE-BUILT. A fenestration designed to be made up of fieldglazed or field-assembled units using specific factory cut or otherwise factory-formed framing and glazing units. Examples of site-built
fenestration include storefront systems, curtain walls, and atrium
roof systems.
F-FACTOR. The perimeter heat loss factor for slab-on-grade floors (Btu/h
× ft × °F) [W/(m × K)].
FENESTRATION.

[Statutory Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160, and
19.27.074. WSR 16-02-127, § 51-11R-20206, filed 1/6/16, effective
7/1/16. Statutory Authority: RCW 19.27A.020, 19.27A.045 and chapters
19.27 and 34.05 RCW. WSR 13-04-055, § 51-11R-20206, filed 2/1/13, effective 7/1/13.]
Reviser's note: The brackets and enclosed material in the text of the above section occurred in
the copy filed by the agency.

(Effective July 1, 2020)
WAC 51-11R-20206 Section R202.6—F.
Products classified as either vertical fenestration or skylights.
VERTICAL FENESTRATION.
Windows (fixed or operable), glazed doors, glazed
block and combination opaque/glazed doors composed of glass or other
transparent or translucent glazing materials and installed at a slope
of not less than 60 degrees from horizontal. Opaque areas such as
spandrel panels are not considered vertical fenestration.
SKYLIGHT. Glass or other transparent or translucent glazing material installed with a slope of less than 60 degrees from horizontal.
FENESTRATION AREA. Total area of the fenestration measured using the rough
opening, and including the glazing, sash and frame.
FENESTRATION PRODUCT, FIELD-FABRICATED. A fenestration product whose frame is made
at the construction site of standard dimensional lumber or other materials that were not previously cut, or otherwise formed with the specific intention of being used to fabricate a fenestration product or
exterior door. Field fabricated does not include site-built fenestration.

FENESTRATION.
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A fenestration designed to be made up of fieldglazed or field-assembled units using specific factory cut or otherwise factory-formed framing and glazing units. Examples of site-built
fenestration include storefront systems, curtain walls, and atrium
roof systems.
F-FACTOR. The perimeter heat loss factor for slab-on-grade floors (Btu/h
× ft × °F) [W/(m × K)].
FENESTRATION PRODUCT, SITE-BUILT.

[Statutory Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160 and chapter 19.27 RCW. WSR 20-01-047, § 51-11R-20206, filed 12/9/19, effective
7/1/20. Statutory Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160,
and 19.27.074. WSR 16-02-127, § 51-11R-20206, filed 1/6/16, effective
7/1/16. Statutory Authority: RCW 19.27A.020, 19.27A.045 and chapters
19.27 and 34.05 RCW. WSR 13-04-055, § 51-11R-20206, filed 2/1/13, effective 7/1/13.]
Reviser's note: The brackets and enclosed material in the text of the above section occurred in
the copy filed by the agency.
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