
WAC 51-11R-40360  Section R403.7—Equipment sizing.
R403.7 Equipment sizing and efficiency rating. Heating and cooling 
equipment shall be sized in accordance with ACCA Manual S based on 
building loads calculated in accordance with ACCA Manual J or other 
approved heating and cooling calculation methodologies. The output ca-
pacity of heating and cooling equipment shall not be greater than that 
of the smallest available equipment size that exceeds the loads calcu-
lated, including allowable oversizing limits. Equipment shall meet the 
minimum federal efficiency standards as referenced in Tables 
C403.3.2(1), C403.3.2(2), C403.3.2(3), C403.3.2(4), C403.3.2(5), 
C403.3.2(6), C403.3.2(7), C403.3.2(8) and C403.3.2(9) and tested and 
rated in accordance with the applicable test procedure.
R403.7.1 Gas fireplace efficiency. All vented gas fireplace heaters 
rated to ANSI Z21.88 shall be listed and labeled with a fireplace ef-
ficiency (FE) rating of 50 percent or greater in accordance with CSA 
P.4.1. Vented gas fireplaces (decorative appliances) certified to ANSI 
Z21.50 shall be listed and labeled, including their FE ratings, in ac-
cordance with CSA P.4.1.
[Statutory Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160, and 
chapter 19.27A RCW. WSR 23-02-060, 23-12-102, and 23-20-022, § 
51-11R-40360, filed 1/3/23, 6/7/23, and 9/25/23, effective 3/15/24. 
Statutory Authority: RCW 19.27A.045 and chapter 19.27A RCW. WSR 
20-21-081, § 51-11R-40360, filed 10/19/20, effective 2/1/21. Statutory 
Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160 and chapter 19.27 
RCW. WSR 20-01-047, § 51-11R-40360, filed 12/9/19, effective 7/1/20. 
Statutory Authority: RCW 19.27A.020, 19.27A.045, 19.27A.160, and 
19.27.074. WSR 16-02-127, § 51-11R-40360, filed 1/6/16, effective 
7/1/16. Statutory Authority: RCW 19.27A.020, 19.27A.045 and chapters 
19.27 and 34.05 RCW. WSR 13-04-055, § 51-11R-40360, filed 2/1/13, ef-
fective 7/1/13.]
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